SECTION 04 0521

MASONRY VENEER TIES

PART 1 - GENERAL

1.1 SUMMARY

A. Products Supplied But Not Installed Under This Section:
   1. Ties for veneering masonry on framed walls.

B. Related Sections:
   1. Section 04 2223: Installation of anchor and tie system.

PART 2 - PRODUCTS

2.1 MANUFACTURED UNITS

A. Unit Masonry Over Framing:
   1. Brick Ties:
      a. Quality Standard:
         1) D/A 431, without wire reinforcing, by Dur-O-Wal Inc.
   2. Brick Ties:
      a. Class One Quality Standard:
         1) Seismic D/A 213-0 14 ga plate with 12 ga seismic steel pintle, and 9 gauge galvanized steel pencil rod in straight lengths by Dur-O-Wal Inc. Pintle length as required to be 1/2 inch minimum inside exterior face of veneer.
         2) Equal from Heckman, Hohmann & Barnard, and Masonry Reinforcing Corporation of America. See Section 01 6000.
   3. Fasteners:
      a. Class Two Quality Standards:
         1) Wood Framing: Two D/A 808 screws by Dur-O-Wal Inc.
         2) Steel Framing: Two D/A 807 screws by Dur-O-Wal Inc.

2.2 MANUFACTURERS

A. Contact Information:

PART 3 - EXECUTION: Not Used

END OF SECTION