SECTION 06 2001
COMMON FINISH CARPENTRY REQUIREMENTS

PART 1 - GENERAL

1.1 SUMMARY

A. Includes But Not Limited To:
   1. Furnish and install sealants required for items installed under this Section, as described in Contract Documents.
   2. Furnish and install following items as described in Contract Documents:
      a. Site-built attic access panels.
      b. Site-built shear wall and draft stop access doors.
      c. Decoration anchors in Cultural Center.
      d. Access panels to organ and speaker chambers.

B. Products Installed But Not Supplied Under This Section:
   1. Architectural Woodwork.
   2. Factory Manufactured Access Doors.
   3. Windows.
   5. Selected Building Specialties.
   7. Rostrum Casework.
   8. Miscellaneous as specified elsewhere.

C. Related Sections:
   1. Section 06 1100: Furring and blocking.
   2. Sections under 06 4000 heading: Furnishing of Architectural Woodwork.
   3. Section 06 4001: Quality of wood materials to be used in Finish Carpentry.
   4. Section 07 9213: Quality of sealants, submittal and installation requirements.
   5. Section 08 3110: Furnishing of Factory Manufactured Access Doors.
   6. Section 08 5113 or 08 5313: Furnishing of Windows.
   7. Section 09 8413: Furnishing of Fixed Sound-Absorptive Panels.
   8. Sections under 09 9000 heading: Back priming of work to be installed against concrete or masonry or subjected to moisture, and finishing of finish carpentry and architectural woodwork.
   9. Sections in Division 10: Furnishing of Specialties.
   10. Sections in Division 11: Furnishing of Equipment.

1.2 REFERENCES

A. Architectural Woodwork Institute:

1.3 SYSTEM DESCRIPTION

A. Performance Requirements: AWI Custom Grade is minimum acceptable standard, except where explicitly specified otherwise, for installation of architectural woodwork.
PART 2 - PRODUCTS

2.1 MATERIALS

A. Glue: Waterproof and of best quality.

B. Cultural Center Decoration Anchors:
   1. Bright zinc plated lag eyebolts, wire size 4, 3-7/8 inches 100 mm minimum total length.
   2. Class Two Quality Standard: 8414 by Stanley, New Britain, CT www.stanleyworks.com or Oakville, ON (800) 441-1759.

C. Accessories For Job-Built Shear Wall And Draft Stop Access Doors:
   1. Latch:
      a. Type Two Acceptable Products:
         1) 1261, with wire pull and washer for opening from opposite side, by Stanley, New Britain, CT www.stanleyworks.com or Oakville, ON (800) 441-1759.
         2) Equal as approved by Architect before installation. See Section 01 6000.
   2. One Pair Self-Closing Hinges:
      a. Type Two Acceptable Products:
         2) 158 by Stanley, New Britain, CT www.stanleyworks.com or Oakville, ON (800) 441-1759.
         3) Equal as approved by Architect before installation. See Section 01 6000.
   3. Stenciled Caution Signs:
      a. One on each side of draft stop door.
      b. Sign text shall read 'CAUTION - This Door Must Be Kept Closed' in 2 inch 50 mm high letters.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Site Verification of Conditions: Verify walls, ceilings, floors, and openings are plumb, straight, in-line, and square before installing Architectural Woodwork. Report conditions that are not in compliance to Architect before starting installation.

3.2 PREPARATION

A. Install Architectural Woodwork after wall and ceiling painting is completed in areas where Architectural Woodwork is to be installed.

3.3 INSTALLATION

A. General Architectural Woodwork Installation:
   1. Fabricate work in accordance with measurements taken on Project site.
   2. Scribe, miter, and join accurately and neatly to conform to details.
   3. Exposed surfaces shall be machine sanded, ready for finishing.
   4. Allow for free movement of panels.

B. Items Installed But Not Supplied Under This Section: Install in accordance with requirements specified in Section supplying item.
END OF SECTION