PART 1 - GENERAL

1.1 SUMMARY

A. Includes But Not Limited To:
   1. Furnish and install aluminum fascia as described in Contract Documents.

1.2 WARRANTY

A. Manufacturer's written 20-year guarantee for finish.

PART 2 - PRODUCTS

2.1 MATERIALS

A. Fascia:
   1. Aluminum:
      a. 0.032 inch thick minimum complete with accessories recommended by Manufacturer for proper installation.
      b. Fastening Devices: One inch zinc or cadmium plated screws.
   2. Finishes:
      a. Face coating polyvinyleidene Fluoride (PVF₂) Resin-base finish (Kynar 500 or Hylar 5000) for coil coating components containing 70 percent minimum PVF₂ in resin portion of formula. Thermo-cured two coat system consisting of corrosion inhibiting epoxy primer and top coat factory applied over properly pre-treated metal.
      b. Color as selected by Architect from Manufacturer's standard colors.
   3. Type One Acceptable Manufacturers:
      h. Metal Sales Manufacturing Corp, Sellersburg, IN  www.mtlsales.com.
      k. Equal as approved by Architect before bidding. See Section 01 6000.

B. Continuous Soffit Vent:
   1. Type Three Acceptable Products:
      b. Equal as approved by Architect before installation. See Section 01 6000.

2.2 FABRICATION

A. Fascia may either be shop-fabricated using metal from a specified manufacturer, or a factory-fabricated standard system from a specified manufacturer.
3.1 INSTALLATION

A. Conceal fasteners except where details might require a minimum number to be exposed. Paint heads of exposed fasteners to match background.

B. Install with slip joints at each end. Screw to substrate through pre-drilled, over-size holes.

C. Isolate from dissimilar metals not part of fascia system to prevent electrolytic action.

D. Repair buckling or bowing due to improper installation at no cost to Owner.

END OF SECTION