PART 1 - GENERAL

1.1 SUMMARY

A. Products Supplied But Not Installed Under This Section:
   1. Hinges for flush wood and hollow metal doors.

B. Related Sections:
   1. Section 08 7101: Common Hardware Requirements.

PART 2 - PRODUCTS

2.1 MANUFACTURED UNITS

A. Hinges:
   1. Sizes:
      a. 1-3/4 inch 45 mm doors and fire-rated doors in metal frames:
         1) Standard: 4-1/2 inches by 4-1/2 inches 113 mm by 113 mm.
         2) Wide Throw: 4-1/2 inches 113 mm by width required.
      b. 1-3/4 inch 44.5 mm non-fire-rated wood doors in wood frames: 4 inches by 4 inches 100 mm by 100 mm.
      c. 1-3/8 inch 35 mm wood or metal doors: 3-1/2 inches by 3-1/2 inches 89 mm by 89 mm.
      2. Use non-removable pins on exterior opening doors.
      3. Hinges on exterior doors shall be solid brass, plated to achieve specified finish.
      4. Category Four Approved Products. See Section 01 6000 for definitions of Categories.
         a. Interior:
            1) Hager: BB 1279.
            2) Ives: 5BBl.
            4) MacPro / McKinney: MPB79
            5) PBB: BB81.
            6) Stanley: FBB 179.
         b. Exterior:
            1) Hager: BB 1191.
            2) Ives: 5BBl.
            3) McKinney: TA 2314.
            4) PBB: BB21.
            5) Stanley: FBB 191.
      c. Under-Platform Doors:
         1) Hager: 1279.
         2) Ives.
         3) McKinney: 2714.
         4) PBB.
         5) Stanley: F179.

2.2 MANUFACTURERS

A. Approved Manufacturers:

PART 3 - EXECUTION: Not Used

END OF SECTION