PART 1 - GENERAL

1.1 SUMMARY

A. Includes But Not Limited To:
   1. Furnish and install wall covering 'Type B' as described in Contract Documents.

B. Related Sections:
   1. Section 09 9123: Priming of gypsum board surfaces.

1.2 SUBMITTALS

A. Product Data:
   1. Manufacturer's literature or cut sheet.
   2. Cleaning and maintenance instructions.
   3. Color and pattern selection.

B. Quality Assurance / Control: Manufacturer's published installation instructions.

1.3 QUALITY ASSURANCE

A. Qualifications: Installer shall have satisfactorily completed at least one project of comparable quality and scope within two years before bidding and be approved by Architect.

B. Regulatory Requirements:
   1. Meet or exceed Fed Spec CCC-W-408A Type II, Class A. Requirements of this standard restrict approvals to flame spread no higher than 25.
   2. Manufacturer shall meet governing codes requiring higher than specified standards.

PART 2 - PRODUCTS

2.1 MATERIALS

A. Wall Covering:
   1. Supporting Materials: Cotton cloth, osnaburg, or other suitable materials that will meet above standards.
   2. Coating Compound: Formulate from Virgin Polymerized or Copolymerized Vinyl Chloride resin, plasticized with phosphate or phthalate-ester plasticizers exclusively and be integrally pigmented.
   3. Top Coating: Meet requirements of Table 1 Fed Spec CCC-W-408A clear virgin polymerized vinyl-chloride resin or a modified vinyl chloride resin. Use phosphate or phthalate-ester plasticized exclusively.
   4. Width: 54 inches 1 350 mm minimum.
   5. Minimum Weight: 20 oz per lin yard 518 g per lin meter for 54 inch 1 350 mm width.
   6. Category Four Approved Products. See Section 01 6000 for definitions of Categories.

<table>
<thead>
<tr>
<th>SCHEME</th>
<th>BOLTA</th>
<th>GENON</th>
<th>KOROSEAL</th>
<th>LANARK</th>
</tr>
</thead>
<tbody>
<tr>
<td>Emerald '1'</td>
<td>Alpha 874</td>
<td>Alpha 2334</td>
<td>Legacy CWS 1643</td>
<td>JFB001</td>
</tr>
<tr>
<td>Emerald '2'</td>
<td>Alpha 875</td>
<td>Alpha 2335</td>
<td>Legacy CWS 2296</td>
<td>JFB004</td>
</tr>
</tbody>
</table>
B. Adhesives:
   1. Use only fungus resistant adhesives.
   2. Type Two Acceptable Products:
      a. Roman's Professional Extra Strength by Roman Adhesive.
      b. Equal as recommended by Wall Covering Manufacturer and approved by Architect before use. See Section 01 6000.

2.2 MANUFACTURERS

   A. Contact Information:
      1. Bolta Wallcoverings, Distributed by MDC Wallcoverings, Elk Grove Village, IL  Kate Sage (800) 621-4006. ksage@mdcwall.com
      2. Genon Wallcoverings, Distributed by MDC Wallcoverings, Elk Grove Village, IL  Kate Sage (800) 621-4006. ksage@mdcwall.com
      3. Lanark Vinyl Wall Covering, Distributed by Tri-Kes Wallcovering Source, Dallas, TX (800) 200-8120 or (972) 484-8120. sales@tri-kes.com
      4. R J F Koroseal Wall Covering, Fairlawn, OH  Contact Paula Graham (800) 752-9334. cwsslc@prodigy.net
      5. Roman Adhesive Co, Calumet City, IL (800) 488-6117 or (708) 891-0770.