SECTION 09 9113
EXTERIOR PAINTED GALVANIZED METAL

PART 1 - GENERAL

1.1 SUMMARY

A. Includes But Not Limited To:
   1. Preparing and painting new exterior exposed galvanized metal surfaces as Described in Contract Documents.

B. Related Sections:
   1. Section 09 9001: Common Painting Requirements.

1.2 SYSTEM DESCRIPTION

A. Handrails And Exposed Miscellaneous Structural Steel: Use MPI(a) EXT 5.3D Pigmented Polyurethane Finish system.

B. All Other: Use MPI(a) EXT 5.3H Latex Finish system.

C. Use MPI Premium Grade finish requirements.

PART 2 - PRODUCTS

2.1 MATERIALS

A. Gloss / Sheen Level Required: Gloss Level 5.

B. Category Four Approved Products. See Section 01 6000 for definitions of Categories.
   1. Products listed in edition of MPI Approved Product List current at time of bidding and later are approved, providing they meet VOC requirements in force where Project is located.
   2. Polyurethane:
      b. Finish Coats:
         1) Epoxy MPI Product 101.
         2) Polyurethane MPI Product 72.
   3. Latex:
      b. Finish Coats: MPI Product 11.

PART 3 - EXECUTION

3.1 APPLICATION

A. General: See appropriate paragraphs of Section 09 9001.

B. Clean 'passivated' or 'stabilized' galvanized steel as specified in SSPC-SP1.
C. After removal of 'passivated' or 'stabilized' coating or for surfaces without coating, clean surfaces to be painted with mineral spirits or product recommended by Paint Manufacturer. Change to clean rags or wiping cloths regularly to reduce possibility of re-contamination of surface.

D. Apply prime coat.

E. Apply finish coats.

END OF SECTION