PART 1 - GENERAL

1.1 SUMMARY

A. Includes But Not Limited To:
   1. Preparing and painting new interior metal surfaces as described in Contract Documents.

B. Related Sections:
   1. Section 09 9001: Common Painting Requirements.

1.2 SYSTEM DESCRIPTION

A. Ferrous Metal: Use MPI(a) INT 5.1B Waterborne Light Industrial Finish system.

B. Galvanized Metal: Use MPI(a) INT 5.3J Latex Finish system.

C. Aluminum: Use MPI(a) INT 5.4E Waterborne Light Industrial Finish system.

D. Use MPI Premium Grade finish requirements.

1.3 SEQUENCING

A. Paint brackets furnished under Section 05 5871 before installation of bracket.

B. Paint metal speaker grilles, which are to be painted to match ceiling, before attachment to speakers and before installation of sound system.

PART 2 - PRODUCTS

2.1 MATERIALS

A. Gloss / Sheen Level Required: Gloss Level 5.

B. Category Four Approved Products. See Section 01 6000 for definitions of Categories.
   1. Products listed in edition of MPI Approved Product List current at time of bidding and later are approved, providing they meet VOC requirements in force where Project is located.
   2. Primers:
      b. Galvanized Metal: MPI Product 134.
      c. Aluminum: MPI Product 95.
PART 3 - EXECUTION

3.1 APPLICATION

A. General:
   1. See appropriate paragraphs of Section 09 9001.
   2. Systems specified are in addition to prime coats furnished under other Sections.

B. Remove rust spots by sanding and immediately spot prime. If all traces of rust cannot be removed, apply rust blocker recommended by Paint Manufacturer before applying full primer coat.

END OF SECTION