PART 1 - GENERAL

1.1 SUMMARY
   A. Includes But Not Limited To:
      1. Preparing and painting new woodwork and wood floors not requiring transparent finish, as described in Contract Documents.
   B. Related Sections:
      1. Section 09 9001: Common Painting Requirements.

1.2 SYSTEM DESCRIPTION
   A. Floors: Use MPI(a) INT 6.5H Waterborne Epoxy Finish system.
   B. All Other: Use MPI(a) INT 6.3T or U Latex Finish system.
   C. Use MPI Premium Grade finish requirements.

PART 2 - PRODUCTS

2.1 MATERIALS
   A. Gloss / Sheen Level Required: Gloss Level 5.
   B. Category Four Approved Products. See Section 01 6000 for definitions of Categories.
      1. Products listed in edition of MPI Approved Product List current at time of bidding and later are approved, providing they meet VOC requirements in force where Project is located.
      2. Wood Floors: MPI Product 93.
      3. Woodwork:
         a. Primer Coat: MPI Products 39 or 45.

PART 3 - EXECUTION

3.1 APPLICATION
   A. General: See appropriate paragraphs of Section 09 9001.
   B. Interface With Other Work:
      1. Properly clean and paint light cove interiors before installation of light fixtures.
      2. Where back-priming is required, apply one coat of primer.
   C. Spot prime nail holes, cracks, and blemishes before and after puttying.
   D. Apply stain blocker or other product recommended by Paint Manufacturer to knots before applying primer coat.