PART 1 - GENERAL

1.1 SUMMARY

A. Includes But Not Limited To:
   1. Furnish and install identification of plumbing piping and equipment as described in Contract Documents.

PART 2 - PRODUCTS

2.1 MATERIALS

A. Paint:
   1. One Coat Primer:
      a. 6-2 Quick Drying Latex Primer Sealer over fabric covers.
      b. 6-205 Metal Primer under dark color paint.
      c. 6-6 Metal Primer under light color paint.
   2. Finish Coats: Two coats 53 Line Acrylic Enamel.
   4. Type Two Acceptable Products. See Section 01 6000.
      a. Paint of equal quality from following Manufacturers may be submitted for Architect's approval before use. Maintain specified colors, shades, and contrasts.
         2) ICI Dulux, Cleveland, OH.

2.2 MANUFACTURED UNITS:

PART 3 - EXECUTION

3.1 APPLICATION

A. Painting:
   1. Only painted legends, directional arrows, and color bands are acceptable.
   2. Locate identifying legends, directional arrows, and color bands at following points on exposed piping of each piping system:
      a. Adjacent to each item of equipment.
      b. At point of entry and exit where piping goes through wall.
      c. On each riser and junction.
      d. Every 25 feet 7500 mm on long continuous lines.
      e. Stenciled symbols shall be one inch high and black.

3.2 SCHEDULES

A. Pipe Identification Schedule:
   1. Apply stenciled symbols as follows:
<table>
<thead>
<tr>
<th>Pipe Use</th>
<th>Abbreviation</th>
</tr>
</thead>
<tbody>
<tr>
<td>Domestic Cold Water</td>
<td>CW</td>
</tr>
<tr>
<td>Domestic Hot Water</td>
<td>HW</td>
</tr>
</tbody>
</table>