SECTION 31 1100
CLEARING AND GRUBBING

PART 1 - GENERAL

1.1 SUMMARY
   A. Includes But Not Limited To:
      1. Perform clearing and grubbing as necessary to prepare site for rough grading and structure excavation as described in Contract Documents.
   B. Related Sections:
      1. Section 31 0501: Common Earthwork Requirements.

PART 2 - PRODUCTS: Not Used

PART 3 - EXECUTION

3.1 PERFORMANCE
   A. Tree And Brush Removal:
      1. Cut off trees, shrubs, brush, and vegetative growth 12 inches 300 mm maximum above ground.
      2. Do not pull up or rip out roots of trees and shrubs that are to remain. If excavation through roots is required, excavate by hand and cut roots with sharp axe. Make clean, smooth, sloping cuts.
      3. Cut roots 6 inches 150 mm or larger in diameter only with Architect's written permission.
   B. Grubbing:
      1. Grub out stumps and roots 12 inches 300 mm minimum below original ground surface, except as follows:
         a. Under buildings, remove roots one inch and larger entirely.
         b. Entirely remove roots of plants that normally sprout from roots, as identified by Architect.

3.2 CLEANING
   A. Remove from site trees, shrubs, uprooted stumps, vegetative layer, and surface debris and dispose of legally.
   B. Do not bury cuttings, stumps, roots, and other vegetative matter or burnt waste material on site.

END OF SECTION