NOTES

1- APRONS SHALL BE CENTERED ON EMBANKMENTS.
2- PLACE 150 mm OF UNRECLAIMED BASE COURSE AND COMPACT TO THE DENSITY INDICATED BY
   UDOT STANDARD SPECIFICATIONS UNDER EACH SLAB PRIOR TO FORMING.
3- FIELD BEND DI BARS AS REQUIRED TO CONFORM TO SLOPE.
4- FOUR STANDARD ANCHOR BOLTS 76 mm DIA X 152 mm REQUIRED SPACE ABOUT 483 mm X 1/4" ON PERIMETER
   OF CHIP PIPE RISER AND POSITION THEM 76 mm FROM END OF CHIP PIPE RISER ANCHOR.
   BOLTS AND NUTS SHALL BE INCLUDED IN THE CONTRACT PRICE PER LINER MiTER OF PIPE.
5- PROVIDE 51 mm CONCRETE COVER TO REINFORCING STEEL EXCEPT WHERE NOTED OTHERWISE.

SECTION A-A

TYP. LONGITUDINAL APRON SECTION
(FOR TYPE "A" DROP INLET)

REINFORCING STEEL SCHEDULE

| DROP | DIA | E | NOL LENGTH | D | NOL LENGTH | A3 | NOL LENGTH | B1 | 896 | B2 | 536 | B3 | 536 | B4 | 536 | B5 | 536 | B6 | 536 | C1 | 896 | C2 | 156 | C3 | 156 | C4 | 156 | C5 | 156 | QTY |
|------|-----|---|-------------|---|-------------|----|-------------|----|------|----|------|----|------|----|------|----|------|----|------|----|------|----|------|----|------|----|------|----|------|----|------|----|------|----|
| 4    | 283 | 15| 63215       | 4 | 815         | 15 | 43215       | 4  | 40815 | 15 | 45515 | 15 | 43015 | 15 | 49815 | 15 | 23815 | 15 | 53615 | 15 | 3815  | 15 | 23515 | 15 | 66415 | 15 | 31615 | 15 | 21815 | 15 | 5672 | 2.2|

ALL DIMENSIONS ARE SHOWN IN MILLIMETERS (mm) UNLESS OTHERWISE NOTED.