TYPICAL NO. 11 - GUARDRAIL

DESIGN SPEED = 90 KPH

SEE SHEETS TS-6 TO TS-12 FOR STATIONING AND SIDE SLOPE TABLES
SUPERELEVATE IN ACCORDANCE TO STD. DMG. NO. 805-1
LANE LEVELING REQ'D

NOTE:
STRIP & STOCKPILE TOPSOIL REQ'D ON ALL AREAS
DISTURBED BY CONSTRUCTION HAVING SLOPES OF 1:2 AND FLATTER.
SPREAD STOCKPILED TOPSOIL (100MM THICK) REQ'D A
CELLULOSE FIBER MIXCH REQ'D ON ALL CUT & FILL
AREAS DISTURBED BY CONSTRUCTION HAVING SLOPES
OF 1:2 AND FLATTER.
DRILL SEED REQ'D ON ALL CUT & FILL SLOPES
DISTURBED BY CONSTRUCTION.
IN AREAS WHERE SLOPES ARE 1:3 OR STEEPER
BROADCAST SEED REQ'D EXCEPT ON ROCK SLOPES.

TYPICAL NO. 12 - GUARDRAIL w/ROCK FALL DITCH

DESIGN SPEED = 90 KPH

SEE SHEETS TS-6 TO TS-12 FOR STATIONING AND SIDE SLOPE TABLES
SUPERELEVATE IN ACCORDANCE TO STD. DMG. NO. 805-1
LANE LEVELING REQ'D

ALL DIMENSIONS ON THIS SHEET ARE IN METERS
UNLESS OTHERWISE NOTED.